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9041 D-1   EAN-No. 4000896212378

Digital

Application:

Filling tyres and checking the air pressure

• Easy and optimal readability also in poor light conditions

• Special rubber housing protects manometer against light impacts

• Handle with operating lever for filling as well as deflating button for one-hand use

• Hose with plug-in nipple

• Handle with integrated suspension hook

• Manometer measuring range: 0 – 12 bar, graduation: 0.01 bar

• Measuring tolerance: ±1%

• Blue lighting of the display

• Flexible tube, length: 400 mm

• Pressure gauge x 63 mm

• Device dimensions: 262 x 105 x 40 mm

• Display toggles between bar / PSI / kg/cm2

• Max. pressure: 12 bar

• Power supply : 2 x 1.5 V lithium batteries, type AAA

• Air connection inlet: inside thread (IG) 12.91 mm (1/4″   )

• Coupler plug: integrated, nominal size 7.2

• Net weight: 0.39 kg

• Operating temperature range: -20°C – 50°C

Order Number 9041 D-1

HAZET-WERK – Hermann Zerver GmbH & Co. KG ∙ } 10 04 61 ∙ 42804 Remscheid

; Güldenwerther Bahnhofstrasse 25 – 29 ∙ 42857 Remscheid ∙ GERMANY
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