
Product data sheet

4937-S 80   EAN-No. 4000896206889

Size 80 mm ∙ 9 ∙ c

Application:

Front axle screw connection for DAF CF and XF series

• Nut-driver tuned to the axle nut ensures secure mounting of axle nuts

• Solid design: high (shape) stability even with high loosening or tightening torques

• DAF:

CF FA ∙ FT ∙ FAR ∙ FAN ∙ FAT ∙ FTT ∙ FTP ∙ FTG ∙ FAD ∙ FTS ∙ FTR

CF 65 FA

CF 75 FA ∙ FT ∙ FAR ∙ FAG ∙ FAT ∙ FAD

CF 85 FA ∙ FAR ∙ FAG ∙ FAN ∙ FAT ∙ FAC ∙ FAX ∙ FAQ ∙ FAD ∙ FT ∙ FTP ∙ FTS ∙ FTR ∙ FTG ∙ FTT

XF FA ∙ FT ∙ FAR ∙ FTP ∙ FAN ∙ FTG ∙ FTT ∙ FAD ∙ FAS ∙ FAT ∙ FAK ∙ FTM ∙ FAG ∙ FAR

XF 95 FA ∙ FAD ∙ FAK ∙ FAN ∙ FAR ∙ FAS ∙ FAT ∙ FT ∙ FTG ∙ FTM ∙ FTP ∙ FTR ∙ FTS ∙ FTT

XF 105 FA ∙ FAR ∙ FAS ∙ FAT ∙ FAK ∙ FAD ∙ FT ∙ FTG ∙ FTS ∙ FTT ∙ FTM

• Surface: burnished

• Made in Germany

• Drive: 9

• Output: c

• Wrench size: 80 mm

• Dimensions / length: 63 mm

• Diameter d1 (output side): 101 mm

• Diameter d2 (drive side): 54 mm

• For manual operation
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